
The Alfa Series stratifying accumulators are designed for the storage of heated water in heating 
systems with gas, oil or wood boilers, heat pumps, solar thermal collectors, or a combination of these 
and other energy sources. 

Each tank is fitted with a stratifying plate and pipe, as well as flow-breakers, to ensure that the correct 
temperature water is stored in each part of the tank. 

The R1 and R2 variants incorporate single and dual coils respectively, which are designed for use with 
solar thermal collectors. 

Tanks can be fitted with 80mm, 100mm or 125mm of soft polyurethane insulation, which is protected 
by a PVC jacket. Jackets are available in grey, green, blue or red. 

The insulation is delivered seperately, ready to be mounted with all required accessories. 

WARRANTY: 3-Years 

Stratifying Accumulators Alfa Series 



LI
T

R
E

S
 

1 / 6 2 3 4 5 / 9 7 8 S
V

 -
  

S
R

 -
  

S
V

 -
  

S
R

 -
  

D
1 

D
2 

S
F

 

m
2  

 -
  

m
2  

 -
  

S
U

Key 

1. Wood Boiler Outlet 
2. Third Heating Source Outlet 
3. Immersion Heater Boss 
4. Space Heating Inlet 
5. UFH Inlet 
6. Heat Pump or Boiler Outlet 
7. Space Heating or UFH Outlet 
8. Heat Pump or Boiler Inlet 
9. Third Heating Source Inlet 
SV: Solar Coil Outlet 
SR: Solar Coil Inlet 
1/2" Heating & Solar Sensor Pocket 
SF: Upper Solar Sensor Pocket 
SU: Lower Solar Sensor Pocket 

Variants 

M: No Solar Coil 
R1: Single Solar Coil 
R2: Dual Solar Coils 

Copyright AcroISO. All information given is for guidance only. No liability is accepted for errors or inaccuracies.
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500 1375 1065 865 605 205 895 705 1375 1025 715 205 650 850 1640 1135 1665 1,2 10-20 1,8 15-30 455 95 3

800 1428 1168 1018 628 258 1018 728 1428 1068 928 258 790 990 1700 1218 1740 1,8 15-30 2,4 20-45 493 95 3

1000 1709 1250 1100 745 307 1150 845 1700 1160 1029 307 790 990 2050 1430 2150 2,4 30-50 3,0 45-65 576 95 3

1250 1707 1247 1102 742 297 1147 842 1692 1192 947 301 950 1150 2030 1427 2065 2,4 30-50 3,0 45-65 569 95 3

1500 1757 1347 1152 822 377 1247 922 1757 1257 1022 372 1000 1200 2150 1502 2215 2,4 30-50 3,6 45-70 49 95 3

2000 2059 1499 1285 909 329 1399 1009 2029 1419 1129 329 1100 1300 2380 1727 2610 2,8 35-55 4,2 70-95 669 95 3 


