
The BF Series flanged hot water cylinders are designed for the storage and delivery of domestic hot 
water. 

Each cylinder is enamel lined and fitted with a magnesium anode for protection. 

The flanges are designed for mounting removable heating coils. These copper or stainless steel coils 
can be used with gas, oil or wood boilers, solar thermal collectors, or a combination of these and other 
energy sources. 

The 150L to 500L models can be manuctured with 1 or 2-flanges and are insulated with 50mm rigid 
CFC-free polyurethane foam. The 750L to 5000L models can be manufactured with 1, 2 or 3-flanges 
and can be insulated with 80mm, 100mm or 125mm of soft polyurethane insulation. Insulation is 
protected by a PVC jacket, which is available in grey, green, blue or red. 

The insulation is delivered seperately, ready to be mounted with all required accessories. 

WARRANTY: 3-Years 

Flanged Hot Water Cylinders BF Series 



Key 

1. 6/4" Free Connection 
2. 6/4" Free Connection 
3. 6/4" Free Connection 
4. 6/4" Free Connection 
5. N/A 
6. 1" or 6/4" Free Connection 
7. Flange for Optional Heat Exchanger 
8. Flange for Optional Heat Exchanger 
9. Flange for Optional Heat Exchanger 
D1: Diameter Ex. Insulation 
1/2" Heating & Solar Sensor Pocket 

Copyright AcroISO. All information given is for guidance only. No liability is accepted for errors or inaccuracies.
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1 2 3 4 6 7 8 9 10 D
1 

D
2 

150 274 559 - 924 194 379 829 - 1004 1074 500 600 95 6

200 274 661 - 1074 194 381 831 - 1154 1324 500 600 95 6

300 277 682 - 1277 197 442 892 - 1357 1537 550 650 95 6

400 300 705 - 1450 220 461 912 - 1530 1725 600 700 95 6

500 300 805 - 1700 220 562 1012 - 1780 1975 600 700 95 6

750 302 677 1127 1702 222 452 902 1352 - 2100 750 950 95 6

1000 307 682 1132 1707 227 457 907 1357 - 2100 790 990 95 6

1500 400 775 1225 2100 400 550 1000 1450 - 2430 950 1150 60 6

2000 410 785 1235 2110 410 560 1010 1460 - 2470 1100 1300 60 6

3000 455 830 1280 2355 455 605 1055 1505 - 2750 1250 1450 60 6

4000 510 885 1335 2410 510 660 1110 1560 - 2850 1400 1600 60 6

5000 540 915 1365 2440 540 690 1140 1590 - 2910 1600 1800 60 6 
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