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G amma Se I‘i es Combined Stratifying Accumulators

The Gamma Series combined stratifying accumulators are designed to deliver instantaneous domestic
hot water. They also store heated water for use in heating systems with gas, oil or wood boilers, heat
pumps, solar thermal collectors, or a combination of these and other energy sources.

Instantaneous domestic hot water is produced by the large surface area helical 316 stainless steel hose
heat exchanger.

Each tank is fitted with a stratifying plate and pipe to ensure that the correct temperature water is stored
in each part of the tank.

The R1 and R2 variants incorporate single and dual coils respectively, which are designed for use with
solar thermal collectors.

Tanks can be fitted with 80mm, 100mm or 125mm of soft polyurethane insulation, which is protected
by a PVC jacket. Jackets are available in grey, green, blue or red.

The insulation is delivered seperately, ready to be mounted with all required accessories.

WARRANTY: 5-Years
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Key

. Wood Boiler Outlet

. Third Heating Source Outlet

. Immersion Heater Boss

. Space Heating Inlet

. UFH Inlet

. Heat Pump or Boiler Outlet

. Space Heating or UFH Outlet
. Heat Pump or Boiler Inlet

. Third Heating Source Inlet
SV: Solar Coil Outlet

SR: Solar Caoll Inlet

1/2" Heating & Solar Sensor Pocket
SF: Upper Solar Sensor Pocket
SU: Lower Solar Sensor Pocket
KW: Cold Domestic Water Inlet
WW: Hot Domestic Water Outlet
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Variants

M: No Solar Coil
R1: Single Solar Coil
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13851000 885 | 610 | 225 | 900 | 710 |1285| 935 | 835 | 325 | 700 | 900 |1640| 1142 | 1665 1,2 1200’ 18 1350’ 225 |1385| 467 | 95 | 3
14231023 | 908 | 623 | 258 | 923 | 723 [1318| 958 | 858 | 358 | 790 | 990 |1700| 1173 |1740 1,8 1350’ 2,4 2‘:’5’ 258 [1423| 490 | 95 | 3
1710|1250 | 1090 | 745 | 310 | 1150 | 845 | 1640 | 1140 | 1040 | 390 | 790 | 990 | 2050 | 1430|2150 2,4 3500/ 3,0 4655/ 300 | 1720 | 577 95 3
1697 | 1237 | 1077 | 727 | 292 |1137 | 827 1627|1127 |1027| 377 | 950 | 1150 | 2030 | 1417 | 2065 2,4 3500’ 3,0 4655’ 287 |1707| 559 | 95 | 3
1747|1337 | 1137 | 812 | 342 |1237| 912 | 1657 | 1187 | 1087 | 437 | 1000 | 1200 | 2150 | 1492 | 2215 | 2,4 3500’ 3,6 4750’ 337 |1757| 627 | 95 | 3
2035|1490 1275 | 900 | 325 | 1390|1000 1935 |1325|1225| 425 | 1100|1300 (2380|1712 |2610| 2,8 3555/ 4,2 7905/ 325 | 2035 | 662 95 3
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