
The Multiwarm Series flanged stratifying accumulators are designed for storing heated water for use in 
heating systems. 

The flanges are designed for mounting removable heating coils. These copper or stainless steel coils 
can be used with gas, oil or wood boilers, solar thermal collectors, or a combination of these and other 
energy sources. 

The steel tanks are untreated on the inside and have an anti-corrosion coating on the outside. 

Stratifying plates and pipes ensure that the correct temperature water is stored in each part of the tank. 

The 600L version is manuctured with 3-flanges, the 750L and 1000L versions with 5-flanges, and the 
1500L and 2000L versions with 7-flanges. 

Tanks can be fitted with 80mm, 100mm or 125mm of soft polyurethane insulation, which is protected 
by a PVC jacket. Jackets are available in grey, green, blue or red. 

The insulation is delivered seperately, ready to be mounted with all required accessories. 

WARRANTY: 3-Years 

Flanged Stratifying Accumulators Multiwarm Series 



Key 

1. 5/4" Free Connection 
2. 5/4" Free Connection 
3. 5/4" Free Connection 
4. 5/4" Free Connection 
5. 5/4" Free Connection 
6. 5/4" Free Connection 
7. 5/4" Free Connection 
8. 5/4" Free Connection 
FL. Flange for Optional Heat Exchanger 
D1: Diameter Ex. Insulation 
D2: Diameter Inc. Insulation 
1/2" Heating & Solar Sensor Pocket 

Copyright AcroISO. All information given is for guidance only. No liability is accepted for errors or inaccuracies.
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600 155 555 965 1365 1500 700 950 3 95

750 155 555 810 1210 1610 750 1000 3 95

1000 235 635 890 1290 1690 790 1040 3 95

1500 220 620 1150 1560 1970 950 1200 3 95

2000 240 640 1165 1575 1985 1100 1350 3 95 
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